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MICROPLEX® JS
For Wastewater Treatment in Lagoons, Aeration Basins, 

Digesters, and Sludge Holding Tanks
Formulated to help inoculate new or recovering wastewater systems, as well as maintain 

the existing microbial ecosystem to increase bio-oxidation capacity.

• Lowers BOD, COD, and odors
• Improves clarity and settling of solids
• Reduces sludge productions and helps 

prevent bulking

50 mL Concentrate makes 50 Gal of finished product.

Mix Part A & Part B in 50 gallon drum of clean water.

Apply mixed product per recomended dosing. Use 
within 30 days of mixing. Shake well before use.

See PTB for Application Table

KEEP OUT OF REACH OF CHILDREN
DO NOT TAKE INTERNALLY

Storage and Disposal:
Keep Unmixed Product Refrigerated. Keep product in 
original container. Do Not Freeze. Do not transfer into 
food or drink containers. Triple rinse when empty for 
recycling. Always dispose of container in accordance 
with local, state, and/or federal regulations. Use 
unmixed product with 6 months of arrival date.

Conditions of Use:
The information contained in this bulletin is believed to 
be accurate and reliable. Buyer and user acknowledge 
and assume all liability resulting from the use of this 
material. Follow directions carefully. Timing, method of 
application, weather, and other factors are beyond 
the control of the seller.

Tan Liquid
pH 6.8–7.2

PART A

Lot No. 12345678

50 mililiter • Net Wt. 1.69 oz


